




C PRECIMEASURE DIAL TYPE Bl - METALLIC 

THERMOMETER 

Bi-metallic type thermometer consists of Helical Bimetal Coil, which will expand or contract according to the 
temperature changes, which in turn operates indicating pointer. 

General Features 
9 No external power supply required for indication or operation. 

9 Sealed system which requires no trimming or periodic site adjustments 

9 Directly mounted on the Transformer & Other Process Control Equipments. 

9 A maximum pointer facility is provided, can be reset from outside. 

9 The instruments are capable of working at an ambient temperature range of 0
°

C to +60
°

C. 

ML :1071 

ML :1071 

MODEL 1071 - OTI (THERMOMETER WITH 2 ALARM AND 2 TRIP CONTACT, TOP MOUNTING) 

OIL TEMPERATURE INDICATORS : 

Specifications 

Dial 

Angular Sweep 

Range 

Accuracy 

Graduation 

Window Glass 

Instrument Case 

Segment Dial 

105° 

20- l 40°C (Other ranges on request) 

±5°C Between 50°C & l 20°C

s0c per division 

UV Resistant Polycarbonate 

SS316

Max. Number of Switches 

Switch Type 

2 "NO" for Alarm + 2 "NO" for Trip 

Micro Switch 

Switch Rating 

Switches 

Adjustable Range 

Accuracy of switch setting 

Switch Differential Range 

Contact Type 

High Voltage Test 

Cable Gland 

www.precimeasure.com 

l 0A at 240V AC 

Normally Open Type 

50°C-120°C

±5°C of Set Value 

Within l 0°C

Potential Free

2KV AC, 50/60 Hz for 1 Minute, All terminals to ground

SS316 Conduit Adaptor
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